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WIRING DIAGRAM
MODELS 36208 and 36209
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SPECIFICATIONS

36208-00 and 36208-00
Purifier Ciass Il Safety Cabinets

50 1/4” wide X 27 3/16” deep X 58” high for
operation on 115-volt, 60 Hz AC. Furnished
complete with HEPA filters, 99.99% efficient on
all particles .3 microns, thermally protected psc
motor/blower, and solid-state speed control. An
angled 3/8-inch safety glass sash with 10” or 8”
access opening shall be included. Sash can be
adjusted for transfer of material up to 18 inches
high, The work access opening face velocity is
nominal 80 FPM on Model No. 36208 and 100
FPM on Model No. 36209. The cabinet interior
shall be 304 stainless steel with radiused corner,

including a removable leak-tight work surface.
Unit is provided with one 40-watt fluorescent
light, a differential pressure gauge, two electrical
outlets, and light and blower switches. Color to
be beige and brown. Shipping weight, 635 Ibs.

Labconco makes two accessories available on
its Purifier Cabinet. a 30-watt light, a service
fixture for connection to gas, water orvacuum. All
ofthese come factory installed by ordering one of
the following numbers:
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MODEL NO. MODEL NO. u.Vv. SERVICE
36208 36209 LIGHT FIXTURE
36208-01 36209-01

same as 36208-00 plus same as 36209-00 plus X
36208-02 36209-2 X
same as 36208-00 plus same as 36209-00 plus
36208-04 36209-04 X X
same as 36208-00 plus same as 36209-00 plus
27/16'41 |°1 63/8:’/—1|/— Exhaust P 111/16" 6 —p—163/8"—
f
Front View Side View
5811/16"
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18" max.
sash opening
8" or 10" ,min.
sash opening
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